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¾ For Single E-Map Group 
Right-click on the group name to show the shortcut menu list, and select “Edit 
E-MAP” or “Remove E-MAP” as needed. 
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¾ For Building E-Map Group 
Right-click on the group name to show the shortcut menu list, and select “Edit 
Building E-MAP” or “Remove E-MAP” as needed. 

 

To edit or remove a certain level of the building E-Map group, right click on the 
level name, and select “Edit E-MAP” or “Remove E-MAP” as needed. 
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6.2 IE Web Browser 
You can view the images or operate your DVR with IE web browser.  

Note: The supported PC operation systems are Windows 7, Vista, XP and 2000. 

Step 1:  Key in the IP address used by your DVR in the URL address box, such as 
60.121.46.236, and press Enter. You will be prompted to enter the user name and 
password to access the DVR.  
If the port number your DVR used is NOT 80, you need to key in the port number 
additionally. The format is ipaddress:portnum. For example, for IP address 
60.121.46.236 and port No. 888, please key in ”http://60.121.46.236:888” into the 
URL address box, and press “Enter”. 

Step 2:  Enter the user name and password, the same as the ones used for video viewer 
login, and click “OK”. You will see a similar screen as the following when the login 
information is correct. 

 

NO. Function Description 
1 Home Click  to go to the main page of the DVR. 

2 Playback 
Click “ ” to enter the playback panel where you can search or select 
the event you want to play and download to your PC simultaneously. For 

details, please refer to “6.2.1 Event Playback & Download” at page 43. 

3 Config. Click  to go to the detailed DVR setting. 

4 PTZ Click  to enter the PTZ mode. 
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NO. Function Description 

5 Channel Selection 
Click one of the number to switch to the channel you want to see in full 

screen. 

: Click to show 4-cut display. 6 Display Mode 

: Click to display each channel one by one, starting from CH1. When 
the last channel is displayed, it will start from CH1 again. 
To exit from this display mode, press any other channel display 
button. 

 Selection Click  or  to go to the previous / next channel, or change setting.

 Snapshot Click  to take a snapshot of the current view, and save it to the 

specified path in your PC set in “ ” Æ “General”. 

7 Web Transmission 

H.264 / QuickTime 
QuickTime is Apple Inc.’s multimedia software. You need to have 
QuickTime installed in you operation system first. When “QuickTime” is 
selected, you will be promoted to enter the user name and password to 
access the server of the DVR. 

8 Change Quality BEST / HIGH / NORMAL / BASIC 
Click to change the image quality. 

9 Change Resolution 4 CIF / CIF 
Click to change the image resolution (4CIF: 704*480 / CIF: 352*240) 

10 Audio Channel Selection 

 
Select the audio channel you want for listening to the live audio.  
Note: Your camera must support audio recording, and connect 

to the video channel which supports audio recording and 
the audio input of the DVR. For details, please refer to 
“1.3 Rear Panel” at page 3. 

 means mute. 
To disable the mute status, click this icon again and select the audio 

channel you want. 
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6.2.1 Event Playback & Download 

 

 / 

 

Previous /  
Next Hour 

Click to jump to the next / previous time interval in an hour, for example, 11:00 
~ 12:00 or 14:00 ~ 15:00, and start playing the earliest event video clip 
recorded during this whole hour.  

 Fast 
Forward 

Increase the speed for fast forward. Click once to get 4X speed forward and 
click twice to get 8X speed, etc., and the maximum speed is 32X. 

 Fast Rewind Increase the speed for fast rewind. Click once to get 4X speed rewind and 
click twice to get 8X speed, etc., and the maximum speed is 32X. 

 Play Click to play the current video clip. 

 Pause Click to pause the video playback. 

 Stop Click to stop the video playback. 

 Step In the pause mode, click to get one frame forward. 

 
Audio 

Click to mute the playback if necessary, and click again to restore. 
Note: Audio is available when your camera supports audio 

recording, and connects to the video channel which supports 
audio recording and the audio input of the DVR. For details, 
please refer to “1.3 Rear Panel” at page 3. 

 
Snapshot Click to take a snapshot of the current view, and save it to the specified path 

in your PC set in “ ” Æ “General”. 

 Download Click to download the current video clip to the specified path in your PC. 
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For 4CH Model 

 Model DVR-4200-B
Video System NTSC / PAL (auto detection) 

Video Compression Format H.264 

Video Input 
(composite video signal 1 Vp-p 75Ω  BNC) 4 channels 

Video Output (BNC) Main Monitor: For stable display 

Audio Input 4 audio inputs 

(Mono) Output 1 audio output 

Maximum Recording Rate  Frame 704×480 pixels with 30 IPS <NTSC> / 704×576 with 25 IPS <PAL> 

 Field 704×240 pixels with 60 IPS <NTSC> / 704×288 pixels with 50 IPS <PAL> 

 CIF 352×240 pixels with 120 IPS <NTSC> / 352×288 pixels with100 IPS <PAL> 

Image Quality Setting SUPER BEST / BEST / HIGH /NORMAL 

Hard Disk Storage Accommodates 1 SATA HDD (capacity up to 2TB) 

Quick Search Time / Motion / Alarm search mode 

SATA Interface Built-in 

VGA Interface Built-in 

Recording Mode Manual / Timer / Motion / Alarm / Remote 

Multiplex Operation Live display / record / playback / backup / network operations 

USB Mouse Control YES 

Motion Detection Area 16 × 12 grids per camera for all channels 

Motion Detection Sensitivity 3 adjustable parameters for accurate detection 

Pre-alarm Recording  SEY

Backup Device USB 2.0 flash drive / Network 

Web Transmitting Compression Format H.264 

Ethernet 10/100 Base-T. Supports remote control and live view via Ethernet

Supports licensed software “Video Viewer” / Internet Explorer,  
Mozilla Firefox & Google Chrome web browsers / QuickTime player

(5 users access simultaneously) Web Interface 

*Operating System: Windows 7 / Vista / XP / 2000 

Network Protocol TCP/IP, PPPOE, DHCP and DDNS 

Fully Remote Independent Operation YES 

Event Notification By FTP / E-Mail 

IR Remote Control YES (IR receiver built-in) 

Mobile Surveillance YES (including iPhone, BlackBerry, WinCE, J2ME & Android) 

Picture Zoom 2X digital zoom 

PTZ Control  ON SEY

Alarm I/O 4 inputs, 1 output 4 inputs, 0 output 

Key Lock (Password Protection) YES 

Local User Level Administrator & Operator 

Video Loss Detection YES 
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 Model 1 Model 2 
Camera Title Supports up to 6 letters 

Video Adjustable Hue / Saturation / Contrast / Brightness 

Date Display Format YY/MM/DD, DD/MM/YY & MM/DD/YY 

Daylight Saving YES 

Power Source (±10%) DC 19V 

Power Consumption (±10%) < 42 W 

Operating Temperature 

Dimensions (mm)** 343(W) × 59(H) × 223(D) 

System Recovery System auto recovery after power failure 

Optional Peripherals Keyboard controller 

10  ~ 40  (50    ~104    )Fº Fº Fº Fº 
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APPENDIX 2 COMPATIBLE USB FLASH DRIVE LIST 

Please upgrade the firmware of the DVR to the latest version to ensure the accuracy of the 
following table. If the USB flash drive is not supported by the DVR, the “USB ERROR” 
message will be shown on the screen. 

Note: Please use your PC to format the USB flash drive as “FAT32”. 

 

Note: You can backup up to 2GB video data for one-time USB backup. To backup 
more data, please set the time & channel(s) you want, and start USB 
backup again. 

 

MANUFACTURER MODEL CAPACITY 

Transcend JFV35 4G 

 JFV30 8G 

Kingston DataTraveler 1G 

PQI U172P 4G 

Apacer AH320 2GB 

 AH320A 8GB 

 AH220 1GB 

 AH320 4GB 

A-data RB-18 1GB 

Sandisk Cruzer Micro 2G 

 Cruzer Micro 4G 

 Cruzer4-pk 2G 

Netac U208 1G 

MSI F200 4G 

SONY Micro Vault Tiny 2G 2G 

 Micro Vault Tiny 4G 4G 

 Micro Vault Tiny 1G 
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APPENDIX 3 COMPATIBLE SATA HDD LIST 

Please upgrade the firmware of the DVR to the latest version to ensure the accuracy of the 
following table. 

MANUFACTURER MODEL CAPACITY ROTATION 

ST3320613AS 320GB 7200 rpm 

ST33500320AS 500GB 7200 rpm 

ST3750330AS 750GB 7200 rpm 

Seagate 

ST31000340AS 1000GB 7200 rpm 

WD3200AAKS 320GB 7200 rpm 

WD5000AACS 500GB 7200 rpm 

WD6400AAKS 640GB 7200 rpm 

WD7500AAKS 750GB 7200 rpm 

WD10EADS 1TB 7200 rpm 

WD15EADS 1.5TB 7200 rpm 

WD 

WD20EADS 2TB 7200 rpm 

STM3500320AS 500GB 7200 rpm Maxtor 

STM3750330AS 750GB 7200 rpm 

HDT725032VLA360 320GB 7200 rpm HITACHI 

HDS721010KLA330 1000GB 7200 rpm 
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APPENDIX 4 MAIN MENU STRUCTURE 
 

QUICK START GENERAL CHANNEL TITLE 
  EVENT STATUS 
  DATE DISPLAY 
  IMAGE SIZE 
  QUALITY 
  IMAGE PER SECOND 
 TIME SETUP DATE 

 

  TIME 

DATE SETUP DATE INFO DISPLAY DATE OF MODE 
  FORMAT  
 DAYLIGHT DAYLIGHT SAVING 
SYSTEM TOOLS LANGUAGE 
  ADMIN PASSWORD 
  OPERATOR PASSWORD 
  UPGRADE 
 SYSTEM INFO BAUD RATE 
  HOST ID 
  AUTO KEY LOCK 
  CLEAR HDD 
  RESET DEFAULT 
  REMOTE CONTROL ID 
  SERIAL TYPE 
  VIDEO FORMAT 
  VERSION 
 USB BACKUP  

 

 
DVD BACKUP 
(For Selected Models Only) 

 

EVENT INFORMATION QUICK SEARCH  
 EVENT SEARCH  
 HDD INFO  

 

 EVENT LOG  
ADVANCE CONFIG CAMERA BRIGHTNESS 
  CONTRAST 
  SATURATION 
  HUE 
  COV. 
  REC 
  CHANNEL TITLE 
 DETECTION LS 
  SS 
  TS 
  DET 
  ALARM 
  AREA 
 ALERT EXT. ALERT 
  INT. BUZZER 
  KEY BUZZER 
  VLOSS BUZZER 
  MOTION BUZZER 
  ALARM BUZZER 
  HDD BUZZER 
  ALARM DURATION (SEC) 
  HDD NEARLY FULL (GB) 
 NETWORK  
 SNTP GMT 
  NTP SERVER 
  SYNC PERIOD 
 DISPLAY DE-INTERLACE (For Selected Models Only) 
  FULL SCREEN DURATION 

 

  
QUAD SCREEN DURATION 
(For Selected Models Only) 
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ADVANCE CONFIG DISPLAY DISPLAY COVERT 
  HDD DISPLAY MODE 
  DISPLAY OUTPUT PATH 
  ALPHA BLENDING 
 RECORD MANUAL RECORD ENABLE 
  EVENT RECORD ENABLE 
  TIMER RECORD ENABLE 
  EVENT RECORD IPS 
  TIMER RECORD IPS 

  
PRE-ALARM RECORD  
(For Selected Models Only) 

  OVERWRITE 
  EVENT RECORD ALL CHANNEL 
  KEEP DATA LIMIT (DAYS) 

 

 
REMOTE 
(For Selected Models Only) 

 

SCHEDULE SETTING RECORD  

  DETECTION  
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APPENDIX 5 DVR BATTERY REPLACEMENT 

DVR time reset after power failure, for example, caused by a power outage, will cause the 
disorder of the recorded data, and users may have problems in searching the event clip they 
want. To keep the DVR time from resetting, a non-chargeable lithium battery, CR2032, is 
installed in the DVR.  

However, the DVR time might still get reset when the DVR battery is low or even running out of 
power. If so, please replace the DVR battery, CR2032, right away as instructed below. 

¾ How to replace CR2032 

Note: The lithium battery, CR2032, is a non-chargeable battery, and should be 
purchased separately. Please replace only with the same or equivalent type 
battery in case of danger. 

Step1: Stop all DVR recording immediately to prevent the disorder of the recorded data. 
Then, back up the recorded data if necessary. 

Step2: Power off the DVR, and disconnect the DVR power. 

Step3: Remove the DVR cover, and find the battery on the mainboard. 

Step4: Push the release as indicated below to remove the battery. 

 

Step5: Get a new battery with the side of “CR2032” facing up, and install it to the mainboard. 

Step6: Replace the DVR cover and connect to power. 

Step7: Set DVR date & time, and resume recording. For details, please refer to “2.4 Date and 
Time Setting” at page 10, and “5.2 Record” at page 19. 
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For 4CH Model 

Siren:  
When the DVR is triggered by alarm or motion, 
the COM connects with NO and the siren with 
strobe starts wailing and flashing. 

* The RS232 connector shown above is optional. 

Magnetic Contact:  
When the magnetic contact is opened, the alarm 
will be triggered and the recording is on. 

 

PIN FUNCTION DESCRIPTION 

1~4 ALARM INPUT 

Connect ALARM INPUT (PIN1 – 4) and GND (PIN5) connector with wires. 
Once an alarm is triggered, the DVR will start recording and the buzzer 
will be on. 

PIN Alarm Corresponding video channel 
PIN 1 1 CH1 
PIN 2 2 CH2 
PIN 3 3 CH3 
PIN 4 4 CH4 

* 

5 GND GROUND 

6 
EXTERNAL ALARM 

COM 

Under the normal operation, COM disconnects with NO. But when any 
alarm is triggered, COM connects with NO.  
Attention: The voltage restriction is under DC24V 1A. 

7 
EXTERNAL ALARM 

NO 

Under the normal operation, COM disconnects with NO. But when any 
alarm is triggered, COM connects with NO. 
Attention: The voltage restriction is under DC24V 1A. 

8 RS485-A For Selected Models Only 

9 RS485-B For Selected Models Only 

10~11 GND GROUND 
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